Surge Arrestors are to protect the switchgears,
machines & other valuable appliances from high
voltage surges. Very important to use reliable,
tested, quality surge arrestors in electrical
installations.
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OrderNo | ModelNo Produ  Phase | Voltage | Type | Capacity
232210 | BY7-40/2-275 Surge Voltage Arrestors | Single 230/400 | AC 20/40kA
232220 | BY7-40/3+1-275 | Surge Voltage Arrestors | Three 230/400 | AC 20/40kA
232250 | BY7-40/2-1000 | Surge Voltage Arrestors 600/1000| DC 20/40kA
232 205 | BY7-20/2-100 Surge Voltage Arrestors DC

BY7-40/2-275 BY7-40/2-1000




Number of Ports: One port One port
Type of network systems TN-S,TN-C-S,IT TN-S,TN-C-S,IT
SPD design topology Voltage limiting Voltage limiting
(L-PE,N-PE) (L-PE,N-PE)
SPD design topology I I
SPD classified for test class 1P(1+0),2p(1+1&2+0)
3P(2+1&3+0),4P(3+1&4+0)
(According to the need of potection mode in the system)

Nominal discharge current in 20kA 20kA
Maximum discharge current max 40kA 40kA
Location Indoor Indoor
Mounting method Fixed Fixed
SPD Dis_connectc:r: internal Thermal Thermal
Protection function
Maximum continous operating 275V 275V
Voltage :
(One value for each mode of protection)
Voltage protection level UP 1.2kv 1.2kV
(One value for each mode of protection)

- Short circuit current rating ISCCR 800A 800A
Ambient Temperature -40°C-+80°C -40°C-+80°C

Relative Humidity

5%RH~95%RH

5%RH~95%RH

Coonection:Screw terminal

4 to 25mm?2, by busbar

4 to 25mm2, by busbar

Remote signalling of disconnection

Optional

Optional

Protection Index IP

IP20

IP20




2 Ports

1000Vdc

Imax=40kA

In=20KA

Up=3.23KV

PV

IP20

-400C-+80°C

Red

Option

DIN rail 35mm installation

4-25mm?, by busbar

PA6UL94-VO

Plug-in replacement module with indicator
IEC61643-11, EN50539
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294400 |BUD-40/2 | Surge Protector Device - 600V,T2 40 kA
294401 |BUD-40/3 | Surge Protector Device - 600V, T2 40 kA
294500 [BUA-40/3 |Surge Protector Device - 385VAC, T2 40 kA AC 3
294501 |BUA-40/4 | Surge Protector Device - 385VAC, T2 40 kA AC 4

Model No. BUD-40/2 | BUD-40/2 |BUA-40/3 BUA-40/3

Moulds

SPD according to EN 50539-11 Type 2 Type 2 Type 2 Type 2
Open Voltage Uoc Max 600V 600V 385V 385V
Max. discharge current (8/20 ps) 40KA 40KA 40KA 40KA

[(DC+/DC-)-> PE1 (Imax)
Nominal discharge current (8/20 ps)

[(DC+/DC-)-> PE1 (In) 20KA 20KA 20KA 20KA
Volttage Protection level up < 3.8KV < 3.8KV < 1.8KV < 1.8KV
Response Time (tA) <25ns <25ns <25ns <25ns
Operating state / fault indication Green/Red Green/Red Green/Red  Green/Red
, . . Changeover Changeover Changeover Changeover

Remote Signalling Contact (optional) contact contact contact contact
For mounting on 35mm 35mm 35mm 35mm

DIN rails DIN rails DIN rails DIN rails
Degree of protection IP20 IP20 IP20 IP20

Certificate TUV TUV CE CE




